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RSL-350° Series 


There are many requirements which must be met in order to effectively 


provide quality lighting in an urban environment. The lighting system 


erie k ™ must illuminate streets and sidewalks for vehicular 
traffic and pedestrian use, provide soft illumination 
of lawns and shrubbery to instill a feeling of safety, 
prevent light from intruding privacy, and blend 
with and complement the surrounding 
architecture. Furthermore, the lighting system 


must also control initial and operating costs. 


The RSL-350® series was designed to meet all 
these requirements. Its high efficiency and 
controlled distribution produce the required 
illumination with excellent uniformity. The 
optical system provides uniform surface 
appearance with low brightness. This is combined 
with the most efficient light sources available to 
provide the lowest energy consumption 
and operating cost. Beyond 
functionality, the RSL-350’s post top 
design has a pleasing daytime 
appearance to blend with sight 
architecture and complement the 


surrounding landscape. 
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RSL-350° Series 


The RSL-350° achieves its superior lighting performance by utilizing a 
series of sophisticated prismatic refractors with precisely cut prisms, 
molded in borosilicate glass, polycarbonate, 
or acrylic. The vertical orientation of HID 
lamps produces maximum light output with 


minimum output depreciation. 


The RSL-350° is available in three distributions, 
which allows lighting designers to use units 
with identical appearances in many different 
applications. The optimal distributions for 
different applications will provide wide 
coverage with excellent uniformity and a 
minimum “puddle” of light beneath the 
luminaire resulting in longer spacings between 
poles. Therefore, fewer fixtures, poles, and 


-foundations are required and thus initial, as 


PEE aaa ha ee well as operating costs, are lower. 


The RSL-350° blends well with 
traditional or modern architecture. 
Filigree, scroll, and cupola options give 
the luminaire a colonial flare while the 
die-cast, low copper (360.1 alloy), 
aluminum housing, ribs, and corrosion 
resistant hardware assure low 
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Typical Configurations 
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Twin RSL-350° RSL-350° luminaire RSL-350° luminaire RSL-350° luminaire on 
luminaire on tapered on Mount Vernon on Plymouth round tapered 

fluted Wadsworth smooth shaft fluted aluminum aluminum post 
aluminum post aluminum post post 


Dimensional Data 
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Availability 


Styles Lamp Type & Wattage Color 

RSL-350 Metal Halide 70-175W Black 
HPS 50-150W Bronze 
Mercury 100-250W Green 


Incandescent 200W max As Specified 


Optics Options Accessories 

Asymmetric Glass Refractor Photocontrol Decorative Cast Scroll 
Asymmetric Polycarbonate Refractor Protected Starter Decorative Filigree 

Symmetric Polycarbonate Refractor Fusing Decorative Cupola (for use with 
Asymmetric Acrylic Refractor photocontrol) 


Symmetric Acrylic Refractor 


Photometrics 


HOUSE SIDE : STREET SIDE HOUSE SIDE : STREET SIDE 

8 Bo 8 Bo 
z Ə z .010 o 
g7 7407 220 74 
x 050 © I S 
6 10 a SG m 
Z6 64 26 64 
5 5 .050 
Z A Too g 4 9 
35 5g gs5 100 g 
e] ai N g Ñ 
4° TNI 8 4" 200 gr 
2 00 -(C oz fo) 
<3 r 32 33 32 
[5] O O kb Ai .500 -*/" Go 
Zz ¢ > Z ` - > 
= obf= =|— 1.000 2 ® < 2 ` pd 2 A 
Q Tr m ® > ¢ m 
A 2.000 oa A T.000)> m 
a = 7: AE ti 7 15 
o ` qo s á 
E * I E si> < 
£0 d o «£0 z 0 

5 4 3 2 0 2 3 4 5 5 4 3 2 1 0 { 2 3 4 5 
RATIO = DISTANCE ACROSS / MOUNTING HEIGHT RATIO = DISTANCE ACROSS / MOUNTING HEIGHT 
15HP TYPE III TEST NO. 42734 15HP ACRYLIC TYPE IV TEST NO. 42736 


Typical photometric data (Isofootcandle charts and coefficient of utilization curves) 


Isofootcandle data is based on a 10 foot mounting height. To determine values for mounting 
heights other than 15 feet, multiply the value shown by the following factors: 


10’ - 2.25 12’ - 1.56 1£ -1.15 16’ - 0.88 18' -0.69 20’-0.56 
22' -0.46 2# -0.39 


For detailed ordering information, specifications and photometrics, refer to the 
appropriate technical data sheet 
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LEADER IN LIGHTING SOLUTIONS 


Holophane Corporation, 214 Oakwood Ave., Newark, 


OH 43055 / Holophane Canada, Inc. 294 Walker Contact your local Holophane sales Limited Warranty and Limitation of Liability 
Drive, Unit #3, Brampton, ON Canada L6T 422 / representative for application assistance, and Refer to the Holophane limited material 
Holophane Europe Limited, Bond Ave., Milton Keynes | Computer-aided design and cost studies. For warranty and limitation of liability on this 

MK1 1JG, England / Unique Lighting Solutions, 13/30 information on other Holophane products and product, which are published in the “Terms 
Heathcote Road, Moorebank, NSW 2170 Australia/ systems, call the Customer Service Center at and Conditions” section of the current price 
Holophane, S.A. de C.V., Apartado Postal No. 986, 740-349-4160. In Canada call 905-793-3111 schedule, and is available from our local 
Naucalpan de Juarez, 53000 Edo. de Mexico or fax 905-793-9597. Holophane sales representative. 
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